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The influence of temperature on the resistance to rapid crack propagation of 
a semi-crystalline bio-based polymer was studied. The experimental results 
described in this study allow to initiate a first discussion on the role of viscos-
ity and its link with the fracture behaviour and a heterogeneous microstruc-
ture such as the semi-crysalline polymer. Dynamic fracture tests on pipes 
were carried out. It would appear that a temperature decrease of approx-
imately 40˚C relative to ambient has no significant influence on the average 
crack propagation velocity (≈0.6cR), fracture energy and surface roughness. 
On the contrary, crack propagation paths seem to vary with temperature. The 
difference in fracture behaviour between the amorphous and crystalline phase 
varies significantly as a function of temperature. The difference between the 
initiation resistance and the rapid propagation also varies. This difference 
seems to be significantly reduced by lowering the temperature. The mechan-
isms of cavitation damage and plastic flow are increasingly limited by the de-
crease in temperature (and therefore in macromolecular mobility). Crack 
propagation in the pipe is more extensive and therefore more critical. This is 
emphasised in particular by the probability of the material to be macro-branched 
as the temperature decreases. 
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Polyamides and more generally semi-crystalline polymers are widely used for 
industrial applications [1] [2]. This is evidenced by the number of new grades 
that have appeared regularly over the last few decades. Their micro-structures 
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and intrinsic properties are appreciated for designing parts with structural 
strength. Polyamides have a fairly good fatigue strength and resistance to re-
peated impact over a wide range of operating temperatures. The incorporation 
of reinforcements (such as glass fibres or shock absorbing copolymers) improves 
certain mechanical properties [3]. However, the mechanical properties of po-
lyamides, particularly in terms of fatigue and fracture, are affected by the effect 
of humidity. 
It is accepted that the mechanical behaviour of a semi-crystalline is viscoelas-
toplastic ductile [4]. The micro-structure of a semi-crystalline polymers is main-
ly composed of an amorphous phase where damage and plasticity mechanisms 
occurs and thus increase the ductility of the material. In contrast to the crystal-
line phase which is rather considered to be brittle. The material is damaged in 
the tensile direction by a cavitation mechanism [5] [6] [7] [8]. This mechanism 
usually occurs in the amorphous phase of the material. Microcracks associated 
with cavitation have been observed by micro-tomography at relatively low load-
ing levels [5] [9]. The material failure is generated by the coalescence of these 
microcracks when they reach a critical size [5] [10] [11]. The loading conditions 
(strain rate in particular), the environment (temperature [12] and humidity 
[13]) and the degree of crystallinity [14] [15] significantly affect the fracture be-
haviour of the material. When the strain rate increases and/or the test tempera-
ture decreases the amorphous phase and thus the material becomes more brittle. 
This is also the case when the material is aged [13]. These different conditions 
can generate abrupt fractures and more precisely rapid crack mechanisms. 
The resistance to rapid crack propagation for this type of material has been 
little published [16] [17], the effect of temperature on fracture behaviour also. It 
is more common to evaluate the resistance to slow crack propagation for this 
type of material [18] [19]. The multiphase microstructure (amorphous and crys-
talline phases) and the sensitivity to the strain rate of the fracture behaviour 
make it difficult to estimate a material parameter (such as fracture energy) de-
scribed by the formalism of linear elastic fracture mechanics (LEFM) [16] [17]. 
Cracking velocity and thus cracking duration have a major influence on the re-
sponse of the material. The macromolecular mobility is more or less limited de-
pending on the cracking duration. However, this mobility plays a major role in 
the cracking process. In slow crack regime, cavitation damage and plasticity 
mechanisms precede crack propagation. They are the source of a large amount 
of dissipated energy in the volume and thus of the ductility of the material. At 
short times, cavitation and plasticity do not seem to be able to be activated in 
favour of rapid cracking. This is referred to as brittle material. 
The study of the rapid crack propagation in highly heterogeneous polymer 
materials is not trivial. Mechanisms of micro-cracking, micro- and macro-branching 
are described in the literature [16] [20] [21] [22]. The micro-branches which 
appear at a critical velocity and in connection with heterogeneities generate a 
complex roughness [23]. The crystalline phase (i.e. the spherulites) considerably 
disrupts the cracking path during rapid propagation. This seems to be at the ori-
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gin, together with the high cracking speed, of the branching mechanisms. In the 
literature, the effect of temperature on the dynamic behaviour of the fracture is, 
of which the authors are aware, not described for polymer-like materials. It is 
also relevant to note that all studies on the behaviour of rapid crack propagation 
have been carried out with elastic and brittle polymers and that the viscous effect 
has not been taken into account. 
In this work, the main objective is to study the influence of temperature on 
the resistance to rapid crack propagation but also to initiate a first discussion on 
the role of viscosity and its link with a heterogeneous microstructure such as that 
of semi-crystalline materials. Tests on pipes are carried out. This geometry and 
semicrystallines are widely used for the transport of a fluid under pressure, 
hence the interest in this geometry [24] [25] [26]. The experimental campaigns 
carried out are described. The crack velocity and the fracture energy are esti-
mated. Fracture surfaces are analyzed. The effect of temperature on fracture be-
haviour is finally discussed. 
2. Material and Methods 
2.1. Material 
The material studied is the polyamide 11 (PA11), the Rilsan BESNO TL grade 
supplied by Arkema. The monomer is a castor oil derivative. It is therefore con-
sidered as a semi-crystalline bio-based polymer. Its glass transition temperature 
Tg is of the order of −50˚C. The material is therefore in a glassy state at room 
temperature. The degree of crystallinity of the polymer is 22%. It was measured 
by differential scanning calorimetry. The pipe-shaped specimens were extruded. 
Pipe dimensions are: length L = 300 mm, thickness T = 4 mm, inner radius Ri = 
21 mm and the notch length 5 120 mmn el R≈ ≈  with Re the outer radius of the 
pipe. The notch length is defined with the help of numerical results. Indeed, the 
length of the notch is set to aim at a quasi-permanent regime of rapid propaga-
tion. In other words, a length for which the energy release rate reaches a plateau 
value and for which border effects are negligible. The pipes were kept in an air-
tight environment until the fracture test to limit the effects of humidity. The dy-
namic modulus Ed was obtained by measuring the average ultrasonic velocity in 
the material uv  which is equal to 2100 ± 46 m∙s−1. The value Ed = 1620 ± 82 
MPa is obtained from the Equation (1), where 0.43ν =  and 31040 kg mρ −= ⋅ . 
For the estimation of the fracture energy in dynamic propagation regime, only 
Ed and ν  will be considered to describe the behaviour of the material [27]. 









                      (1) 
2.2. Dynamic Fracture Test 
Based on the latest studies [17] [28], a specific experimental device was used (see 
Figure 1). The pre-stress pipe specimen (PS2) is prestressed beforehand with the 
loading system being introduced into the pipe. It is then cracked using an  
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Figure 1. Loading system of PS2. 
 
external impact. This system increases the elastic strain energy of the pipe by 
means of a mechanical device controlled in displacement: the relative internal 
displacement (δ ) of the pipe. The loading system is a combination of three 
modules in series separated by spacers. Once threaded, the loading system is 
constrained by friction between the inner wall of the pipe and the metal parts. 
The overall rotation of the loading system is therefore not possible. The loading 
system with the pipe is then fixed to a frame. The rotation of a threaded rod by 
the operator will result in the displacement of steel cones. These cones are in 
contact with metal pushers that follow the internal surface of the pipe. These 
metal pushers are moved towards the outside of the pipe by the movement of the 
cones. Once the desired elastic strain energy has been reached, the internal dis-
placement of the pipe is maintained (by stopping the rotation of the threaded 
rod). It should be noted that the displacement is imposed on 18% of the circum-
ference of the pipe at two opposite poles. This necessarily induces bending at the 
two perpendicular poles. A mode I breakage test can nevertheless be considered. 
A relaxation time of the specimen (approximately 15 times the pre-stress time of 
the specimen) is considered before crack initiation. Crack initiation is then gen-
erated by the impact of a mass on a razor blade in contact with the crack tip. The 
notch is positioned at 
2
θ π= −  with respect to the pushers. 
2.2.1. Temperature Conditioning of the Pipe 
The test is carried out at different temperatures. The pipe is cooled in a climatic 
chamber. The device (pipe + loading system) is placed inside the climatic cham-
ber until the desired temperature is reached. Test temperatures range from 
−20˚C to room temperature. The temperature is measured just before crack in-
itiation. Several readings are taken with a laser thermometer at different points 
along the crack propagation direction. The crack is initiated less than 30 seconds 
after leaving the climatic chamber of the device. 
2.2.2. Crack Tip Measurement 
When the crack propagates in dynamic regime, the spatio-temporal data of the 
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crack tip is measured with a high-speed camera (Photron 106 APX-SA5) at 
40,000 or 50,000 images per second with a resolution of 704 × 256 or 512 × 272 
respectively. The quality of the recorded image was optimized by depositing a 
green paint on the sample surface. The thickness of the deposited paint is neg-
ligible and does not interfere with the fracture behavior of the pipe. Comparative 
tests with and without paint under the same loading conditions were carried out 
to validate this claim. 
2.2.3. Estimation of the Energy Release Rate 
The quasi-static energy release rate GI0 can be estimated analytically using the 
Equation (2) or numerically with a global energy balance [17]. The analytical es-
timation is based on the dynamometric ring model from the beam theory [17]. 
For the numerical model explained here [17], the fracture criterion considered is 
the average velocity a  of the crack. This average velocity is measured using 
experimental data on the position of the crack tip as a function of time ( )a t . 
The numerical method was validated by comparing GI0 obtained analytically 
with that obtained numerically. The dynamic energy release rate GID is then es-
timated by taking into account the inertia effects that vary as a function of the 
crack velocity and the geometry of the pipe. GI0 depends on the value of the 
Young’s modulus E of the material. It is well established that E varies as a func-
tion of temperature. According to [29], for a polyamide subjected to quasi-static 
tensile stress, a decrease in temperature of 20˚C - 40˚C (relative to room tem-
perature) induces an increase in Young’s modulus of 5%. To estimate GI0 the ef-
fect of temperature on E was considered. On the other hand, the dynamic 
Young’s modulus Ed does not vary whatever the test temperature (result ob-
















                     (2) 
eR  and iR  are the outer and inner radii of the pipe, respectively. 
The dynamic correction k to consider to estimate 0ID IG kG=  is worth about 
0.75 to 0.6cR. The Rayleigh wave velocity (cR) in PA11 is about 698 m∙s−1 [17]. In 
other words, 75% of the energy is dissipated by the structure as inertia effects 
when the crack propagates at 60% of the Rayleigh wave velocity in the material 
in the case of PS2 geometry. Note that the value of Young’s modulus does not 
influence the value of k. 
Two cracking configurations are shown in Figure 2 and Figure 3: a single 
crack propagation perpendicular to the loading axis (see Figure 2) and a main 
crack propagation that branches into several secondary cracks (see Figure 3). In 
dynamic regime and for this type of multiphase materials with strong heteroge-
neities, the energy is mainly dissipated by surface creation. An increase in the 
energy release rate and/or a decrease in temperature can induce in fine macros-
copic crack branching. The energy release rate can only be estimated when a 
longitudinal crack propagates. 
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Figure 2. Capture of a pipe and the loading system showing a single longitudinal crack 
(sample PS2-32). The arrow indicates the direction of propagation. 
 
 
Figure 3. Capture of a pipe with many branches. The arrow indicates the direction of 
propagation. 
2.3. Analysis of the Fracture Surface 
A Zeiss EVOHD 15 scanning electron microscope (SEM) was used to observe 
the fracture surface of the samples. Samples were taken from the cracked pipes. 
They are embedded in acrylic resin and metallized in order to visualize them on 
the SEM. The apparatus used for metallization is a Cressington 108 auto. The 
gold layer is assumed to be of constant thickness on the surface of the sample. 
An accelerated voltage of 10 keV is used with a current of 200 pA. 
3. Results 
The influence of the temperature on the fracture behaviour was studied. Two 
types of tests were carried out and correspond to the two next sub-sections: 
1) The relative radial displacement δ  was adjusted (i.e. determined experi-
mentally) as a function of temperature to limit the stored elastic energy and in-
duce only one longitudinal macro-crack whatever the temperature is;  
2) The relative displacement was kept constant for the different temperatures’ 
tests. Its value was set such that it generates a lonely longitudinal crack at room 
temperature.  
The results of these tests, which are given in Table 1, are described in the fol-
lowing paragraphs. The values of GID were calculated for a single crack by con-
sidering k = 0.75 obtained for an average speed of about 0.6cR. For samples 
PS2-19 and PS2-27 a value of GID is given because the branching took place only 
a few centimetres before the end of the pipe.  
3.1. Temperature Influence for Single Crack Testing 
For these tests, the propagation of a longitudinal macro-crack was analysed. The 
spatio-temporal data of the crack tip was measured. The fracture energy was es-
timated. And the fracture surface was qualitatively described. 
3.1.1. Estimation of Crack Velocity 
The spatio-temporal data of the crack tip was recorded by high-speed camera  
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Table 1. Raw data from the two test campaigns. The sample name, the fracture energy 
GID (kJ∙m−2), the crack velocity a  (m∙s−1), the temperature T (˚C) and the crack length 
aδ  (mm) are referenced. It is also indicated whether or not the main crack is ma-
cro-branched or not (yes or no).  
Sample T (˚C) a  branching? GID aδ  
PS2-1 −16 456 no 1.1 200 
PS2-2 −15 430 no 1.3 201 
PS2-3 −18 377 no 1.2 202 
PS2-4 −17 412 no 2.1 198 
PS2-5 −10 426 no 1.0 199 
PS2-6 −15 466 no 1.8 200 
PS2-7 −15 457 no 2.2 200 
PS2-8 −12 436 no 1.3 199 
PS2-9 −14 424 no 0.9 201 
PS2-10 −18 412 no 1.2 200 
PS2-11 −4.8 421 yes NA 418 
PS2-12 −5.6 432 yes NA 449 
PS2-13 −5.3 398 yes NA 655 
PS2-14 −0.9 457 yes NA 347 
PS2-15 −0.5 425 yes NA 298 
PS2-16 0.4 436 yes NA 273 
PS2-17 9.4 426 no 1.5 220 
PS2-18 9.8 462 no 1.5 193 
PS2-19 9.5 435 yes NA 281 
PS2-20 12.4 426 no 1.4 201 
PS2-21 14.6 460 no 1.3 204 
PS2-22 15.7 377 no 1.3 202 
PS2-23 17 395 no 1.4 200 
PS2-24 17.2 390 no 1.6 201 
PS2-25 18.5 405 no 2.0 198 
PS2-26 20.5 400 no 1.3 200 
PS2-27 20.7 426 yes NA 244 
PS2-28 20.4 435 no 1.4 200 
PS2-29 20.8 405 no 1.8 204 
PS2-30 18.6 400 no 1.6 200 
PS2-31 20 412 no 1.7 199 
PS2-32 21 457 no 2.0 205 
PS2-33 21 441 no 2.1 200 
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(see Figure 4). In the image 1, the crack is initiated in dynamic regime. The 
crack continues its propagation as can be seen in the following images. It ends 
up passing completely through the pipe (image 6). The tracking of the crack tip 
is facilitated by the green paint deposited on the surface of the sample. This paint 
fragments as the crack progresses. For this test, performed at about −10˚C, one 
can see that the crack propagates perpendicular to the pipe stress direction 
without generating macrobranching.  
In a fast propagating regime, the velocity of the macroscopic crack tip appears 
constant regardless of GI0 [17]. Here, the average cracking velocity was expressed 
as a function of temperature (Figure 5). It can be observed here that the ma-
croscopic velocity of the crack tip is also constant whatever the test temperature 
is, and is around 420 m∙s−1. 
3.1.2. Estimation of Fracture Energy 
The fracture energy GID was estimated using a numerical model where inertia 
effects were taken into account. The evolution of GID as a function of tempera-
ture is shown in Figure 6. One can see that for a given temperature, the value of 
GID varies significantly. At room temperature for example, the fracture energy 
varies from simple to double. The scatter in the value of GID is known from the 
literature and can be associated with surface roughness [30] [31]. For a rubber  
 
 
Figure 4. Fast camera images with a sampling rate of 50,000 frames per second to visual-
ize the rapid propagation of the crack in the PS2-5 specimen. The direction of propaga-
tion is from left to right. 
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Figure 5. Evolution of the average velocity of the macroscopic crack tip as a function of 
temperature for all tests. 
 
 
Figure 6. Evolution of the fracture energy as a function of temperature. 
 
toughened (RT) PMMA, it has been shown that the scatter in the value of GID 
and the amount of surface created were of the same order of magnitude. The he-
terogeneities of the microstructure are comparable between a RT-PMMA and a 
semicrystalline. They are sources of instabilities generating more or less rough 
surfaces. It is therefore reasonable to be convinced that the source of this scatter 
is the surface roughness, which is not taken into account in the estimation of G.  
When we plot the evolution of the fracture energy as a function of crack ve-
locity and temperature (for the lowest temperatures −15˚C and the highest 
20˚C), this scatter is confirmed (see in Figure 7). Nevertheless, it can be seen 
that there does not seem to be a major effect of the test temperature on the mean 
value of the fracture energy. Indeed, the scatter in the value of GID is similar to 
−15˚C and 20˚C.  
3.1.3. Analysis of Fracture Surfaces 
The analysis of the fracture surfaces can be very instructive [21] [22] [30] [31] 
[32] [33]. Initiation and propagation zones were observed. In the initiation zone 
(see Figure 8) there is a macroscopically smooth area just after the razor blade  
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Figure 7. Evolution of the fracture energy as a function of the propagation velocity of the 
crack normalized with respect to cR for the minimum and maximum temperatures. 
 
 
Figure 8. Electron microscopy observation of the initiation zone of the fracture surface of 
the SBS-30 sample. The arrow indicates the direction of propagation. 
 
mark. An intermediate zone (“mist”) is visible at the end of this smooth zone. In 
this zone, we observe an arrest mark (i.e. a “rib” marking) of the main crack and 
a plastic deformation of the matrix, the origin of which is discussed in [16]. The 
propagation zone is more chaotic (“hackle” zone) in terms of apparent rough-
ness. The surface is rough and relatively complex to analyze. One can also notice 
the influence of the external loading on the roughness in the thickness of the 
sample. It varies as the energy release rate due to the bending of the pipe wall at 
this level of the sample. The energy release rate is greater towards the outside of 
the pipe than towards the inside.  
Regardless of the test temperature, comparable observations were made. 
There did not appear to be any significant difference in surface roughness as a 
function of temperature. On the other hand, the energy release rate has a strong 
influence on surface roughness. In the thickness already we notice that the larger 
the radius (and thus G) the rougher the surface is. On the other hand, the greater 
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the elastic strain energy stored in the pipe, the rougher the surface will be.  
Two types of surface roughness are shown in Figure 9 and Figure 10 for the 
samples PS2-33 and PS2-19 being propagated. The elastic strain energy stored in 
the pipe before impact (and therefore the fracture energy GID) is significantly 
greater for sample PS2-33 than PS2-19. For sample PS2-33, the roughness is sig-
nificant towards the outside of the pipe as opposed to sample PS2-19. 
3.2. Temperature Influence for Multi-Crack Testing 
In order to study the influence of temperature on the fracture behaviour of po-
lymer pipes, another test configuration was considered. These tests were all per-
formed at internal iso-displacement δ . The elastic strain energy stored in the 
pipe is not strictly identical because the Young’s modulus varies as a function of 
temperature. Nevertheless being below the glass transition temperature (about  
 
 
Figure 9. Observation by electron microscopy of the propagation zone of the fracture 
surface of sample PS2-33. The arrow indicates the direction of propagation. 
 
 
Figure 10. Observation by electron microscopy of the propagation zone of the fracture 
surface of sample PS2-19. The arrow indicates the direction of propagation. 
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50˚C) the material is in a glassy state. Its viscoelastic behavior therefore varies 
slightly between room temperature and −5˚C. The Young’s modulus of the ma-
terial at −5˚C is about 5% higher than at room temperature. The minimum test 
temperature was set at −5˚C because below this temperature the number of ob-
served macrobranches is considerable (see Figure 3). 
3.2.1. Estimation of Crack Velocity 
The position of the crack tip as a function of time was recorded using the fast 
camera (see Figure 11). The beginning of the propagation is visible on the image 
1. A macroscopic branching is then initiated (see image 2). The branches con-
tinue their propagation at the same velocity and in symmetrical directions with 
respect to the main cracking axis (Images 3 to 5). The cracks eventually open the 
pipe completely. Debris is generated by the branching mechanism of the main 
crack. Due to inertia effects, this debris is ejected from the pipe (Image 6).  
The crack velocity was calculated before and after the macroscopic branching 
of the crack (see Figure 12). The macroscopic velocity of the branches appears 
to be identical to that of the main crack. The mean cracking velocities estimated 
for the branched cracks are of the order of 0.6cR (see Figure 5). Whether the 
main crack is branching or not, the macroscopic velocity of the crack appears to 
be of the same order of magnitude. 
3.2.2. Calculation of Crack Lengths 
Since it was difficult to assess the fracture energy of the material when the crack 
branches, the total projected length of the cracks ( aδ ) was measured using a 
ruler. The evolution of aδ  as a function of temperature is shown in Figure 13. 
At internal iso-displacement, the more the temperature decreases, the greater the 
aδ . The minimum length of a longitudinal crack is about 200 mm. At −5˚C this  
 
 
Figure 11. Fast camera images with a sampling rate of 40,000 frames per second to vi-
sualize the rapid crack propagation of the PS2-14 specimen. The direction of propagation 
is from right to left. 
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Figure 12. Evolution of ( )a t  before and after branching for sample PS2-16. 
 
 
Figure 13. Evolution of total crack length aδ  as a function of temperature. 
 
length is multiplied by a coefficient between 2 and 3.5. This seems to confirm the 
increase in the number of macroscopic branches with a decrease in temperature. 
4. Discussion 
The single crack tests allowed us, by applying the LEFM formalism, to estimate 
the fracture energy as a function of crack velocity and temperature. The spa-
tio-temporal data of the crack tip informs us that the velocity of the macroscopic 
crack front does not seem to be influenced by the test temperature. In the tem-
perature range tested, the material is in a glassy state. No major transitions (e.g. 
Tg) are exceeded. The fracture energy has been estimated. Depending on the 
crack velocity, GID appears to be non-unique and varies from single to more than 
double for the lowest (≈−15˚C) and highest (≈20˚C) temperatures. This is not 
associated with temperature, which does not appear to have a major effect on the 
fracture energy. This can be explained by the time-temperature equivalence for 
visco-elastic polymer materials. The temperature variation is not significant 
( 35 CT∆ ≈  ). On the contrary, the crack velocity (≈0.6cR). The effect of the 
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strain rate induced by the rapid crack propagation seems to be of the first order 
compared to the effect of the temperature decrease. In a dynamic propagation 
regime, a decrease in temperature of a few tens of degrees does not seem to have 
any effect on crack velocity and fracture energy.  
For crack initiation resistance it seems to be different. It was found that less 
impact energy was required to initiate the crack at cold temperature than at 
room temperature. Temperature appears to have a significant effect on crack in-
itiation resistance. This is due to the quasi-static loading during preloading. A 
decrease in temperature makes a semi-crystalline material more brittle. Its resis-
tance to crack initiation is therefore reduced. This can be explained by the limi-
tation of macromolecular mobility. Locally the mechanisms of cavitation dam-
age and plastic flow, visible before the crack propagation in quasi-static regime, 
are limited. Crack initiation resistance tests with cyclic tests and a “compact ten-
sion” geometry will make it possible to quantify this influence and the difference 
in deviation from the resistance to the rapid propagation of a crack.  
The fracture surfaces were analysed using a SEM. There does not appear to be 
a significant effect of temperature on surface roughness over the temperature 
range studied. The effect of temperature appears to be of the second order com-
pared to the effect of the energy release rate. The higher the energy release rate, 
the rougher the surface. The variability highlighted on the value of the fracture 
energy at 0.6cR seems to be largely explained by the difference in surface rough-
ness. A potentially large surface roughness can generate a large amount of sur-
facing created. This is not taken into account in the estimation of the fracture 
energy, which considers the quantity of projected surface (the thickness of the 
sample times the length of the crack) [30] [31]. 
Internal iso-displacement tests were carried out at different temperatures. 
Macro-branching mechanisms appeared regularly and in large numbers around 
−5˚C. Crack velocities were calculated before and after macro-branching. It 
seems to be equal (≈0.6cR). This confirms that the temperature does not seem to 
have any effect on the macroscopic velocity of the propagating crack, whether 
there is branching of the main crack or not. The total crack length was esti-
mated. A significant increase in this magnitude with a decrease in temperature 
was demonstrated. This reflects a significant increase in the probability of 
branching the main crack with a decrease in temperature. 
At room temperature, tests on the same material but for a different geometry 
(strip band specimen) seem to confirm the results obtained on 1) the crack ve-
locity, 2) the link between the energy release rate and surface roughness and 3) 
the variability on the value of the fracture energy at 0.6cR [16]. It has been post-
ulated that at room temperature the main crack appears to dissipate more energy 
with micro-branching than with macro-branching [16]. In this study, internal 
iso-displacement testing revealed a high proportion of specimens that generated 
macro-branching mechanisms at −5˚C. As temperature decreases the amorph-
ous phase of the material becomes more brittle. The crystalline phase of a 
semi-crystalline material is already considered brittle at room temperature. This 
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is confirmed by the ease of cold crack initiation. In quasi-static state, the 
amorphous phase is ductile at room temperature and becomes brittle when cold. 
The volume of the amorphous phase is considerable (about 80%). If one consid-
ers that there is no longer a significant difference in fracture behaviour between 
the amorphous and crystalline phases when cold, then the defects of the amorph-
ous phase become potentially as critical as the defects of the crystalline phase 
(i.e. spherolites). It has been shown in a previous article that during propagation 
the crack seems to bifurcate and micro-branch at the level of the spherolites [16]. 
By decreasing the temperature, amorphous phase defects potentially larger than 
spherulites (of the order of 10 - 20 μm) can interact in the cracking path. Ma-
cro-branching mechanisms are generated. 
5. Conclusion 
The influence of temperature on the resistance to rapid crack propagation has 
been studied for a semi-crystalline bio-based polymer material: PA11. Two types 
of tests were carried out: tests with a single longitudinal crack and others with 
internal pipe iso-displacement. The first tests show that a decrease in tempera-
ture does not seem to have a significant effect on crack propagation velocity, 
surface roughness and fracture energy variability at 0.6cR. For the second type of 
tests, a decrease in temperature increases the probability of macroscopic 
branching of the main crack. The difference in fracture behaviour between the 
amorphous and crystalline phase varies significantly as a function of tempera-
ture. The difference between the resistance to initiation and rapid propagation 
also varies. Although temperature does not seem to have a major impact on the 
estimated parameters, it does seem to have an impact on the difference between 
the resistance to initiation and the resistance to rapid propagation. This differ-
ence seems to be significantly reduced by lowering the temperature. The me-
chanisms of cavitation damage and plastic flow are increasingly limited by the 
decrease in temperature (and therefore in macromolecular mobility). Cracking 
in the pipe is more extensive and therefore more critical. This is emphasised in 
particular by the probability of the material to be macro-branched as the tem-
perature decreases. The proportion of defects or heterogeneities likely to gener-
ate a macrobranch is increased when the amorphous phase sees its macromole-
cular mobility limited by a decrease in temperature. Being more brittle, the 
amorphous phase becomes an important source of crack initiation sites. A poss-
ible avenue of study for this work would be to study the influence of temperature 
on the initiation resistance of the material in order to evaluate the deviation 
from the propagation resistance. For taking into account the surface roughness 
and the fine evaluation of the fracture energy during rapid propagation for this 
type of multiphase material (amorphous and crystalline phases), a specific rapid 
cracking setup is necessary. Its principle is already described in [16]. 
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